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170683

Electronic hazard flasher.
270 x 98 x 70 mm.
Approved for vehicles carrying dangerous
goods.

GGVS - approved.

For 5 batteries D,

Cargo 200741 or 200768.

(\&>

rd

pariied

170353

High powered lantermn.

W/ krypton bulb. (+70 %).
Bulb: Cargo 171280.
For 4 batteries D,

Cargo 200741 or 200768.

171414

W/ halogen bulb.

55 Watt.

Lockable switch.

Rechargable.

Supplied w/ wall charger, 230 V. and 12 V.
charger for cigarettelighter plug.

\

p
Penlight / Lanterns & Flashlights

171415

W/ halogen bulb.

55 Watt.

W/ holder, shoulder strap and retractable
tripods.

Rechargable.

Supplied w/ wall charger, 230 V. and 12 V.
charger for cigarettelighter plug.
3.500.000 candela.

%

171514

Rubber spotlight.

Heavy duty rubber.

Grease, oil and water resistant.
W/ krypton bulb. (+70 %).
Bulb: Cargo 171278.

For 2 batteries AA,

Cargo 200739 or 200766.

'\\

171515

Rubber spotlight.

Heavy duty rubber.

Grease, oil and water resistant.
W/ krypton bulb. (+70 %).
Bulb: Cargo 171278.

For 2 batteries D,

Cargo 200741 or 200768.

s

.

171274

Magnet light.

W/ magnet.

W/ krypton bulb. (+70 %).
Bulb: Cargo 171278.

For 2 batteries D,

Cargo 200741 or 200768.

0.E.M. names and numbers are used for reference purposes only.
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171462

Penlight.

TITAN-LITE.

Body made of thick aluminium.
Bulb: Cargo 170615.

For 2 batteries AAA,

Cargo 200738 or 200765.

\

170467 stdpkge

Penlight.

Bulb: Cargo 171277.

For 2 batteries AAA,
Cargo 200738 or 200765.

(
U

171271

Titan-Lite.

Rubber coated aluminium.

70% more light than ordinary bulb.
Supplied w/ one spare bulb.

Bulb: Cargo 170615.

For 2 batteries D,

Cargo 200741 or 200768.

171270

Titan-Lite.

Rubber coated aluminium.

70% more light than ordinary bulb.
Supplied w/ one spare bulb.

Bulb: Cargo 171276.

For 2 batteries AA,

Cargo 200739 or 200766.

3 ™
Penlight / Lanterns & Flashlights Rotating Beacons

171269
Titan-Lite.
Rubber coated aluminium.

70% more light than ordinary bulb.

Supplied w/ one spare bulb.
Bulb: Cargo 171275.

For 2 batteries AAA,

Cargo 200738 or 200765. ’Imn
BOULE
Unbreakable and flexible.
0.D. 152 mm. H. 240 mm.
Standard ISO-DIN A fixing.
Resists obstacles: bends down and
bounces back.
Watertight.
Amber dome.
W/ H1 bulb.
E-approved.

171272

Titan-Lite "Snake". 170540

Rubber coated aluminium. 12 V.

with 80 cm. flex arm.

70% more light than ordinary bulb.

Bulb: Cargo 171276. ;I 47\? 541

For 2 batteries AA,
Cargo 200739 or 200766.

171516

Titan-LED.

Aluminium.

W/ 1 LED, save batteries.
W/ 3 batteries LR61.
Cargo 200808.

Paris for SIRENA BOULE

170543

Amber dome.
Unbreakable.

171461

Titan-LED.

Rubber coated aluminium.
W/ 4 LED's, save batteries.
W/ 2 batteries AA,

Cargo 200739 or 200766.

170646

Motor 12 V.

170647

Motor 24 V.

>,

0O.E.M. names and numbers are used for reference purposes only.
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Rotating Beacons

SIRENA
SIRENA TYPE FT 6
0.D. 150 mm. H, 250 mm:.
TYPE GF 8.8 FLX MICROBOULE Dual fixing facilities: Standard I1SO - DIN
Unbreakable and flexible. Unbreakable and flexible. A or DIN B fixing.
O.D. 135 mm. H. 265 mm. 0.D. 110 mm. H. 220 mm. Wio H1 bulb.
Standard I1SO - DIN A fixing. Standard 1SO-DIN A fixing. 12 /24 V. dual voltage power supply.
Resists obstacles: bends down and Resists obstacles: bends down and bounces
bounces back. back.
Amber dome. Amber dome. 170491
W/ H1 bulb. W/ H1 bulb. Ambes dorme
E-approved. E-approved. E-approved.
170551 171423 171018
12 V. 12V, Blue dome.
E-approved.
171424
24 V. Accessories for

SIRENATYPEFT 6

Ty

170525
mn Magnet base plate w/ three floating
TYPE GF8.8M magnets, w/ protection.

2 mtr. coiled cable w/ lighter plug.
Unbreakable dome.

0O.D. 130 mm. H. 190 mm.

W/ magnetic base. REN Parts for SIRENA TYPE FT 6
Amber dome. ’I n
W/ H1 bulb. TYPE FT 6
2 mitr. coiled cable w/ lighter plug. 0.D. 145 mm. H. 192 mm.
E-approved. Standard 1SO - DIN B fixing.
W/o H1 bulb.
170563 12 / 24 V. dual voltage power supply.
12 V.
170490
Amber dome.
Paris for SIRENA GF 8.8 E-approved.
171017 170492
Blue: doiiia Amber dome.
E-approved.

170697

Amber dome.
Unbreakable.

\

0.E.M. names and numbers are used for reference purposes only.
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Rotating Beacons
170504
Blue dome. 171352
nm FLX fixing base.
Bends down and bounces back.
P ROTOKIT W/ multiplug that fit the ROTOKIT beacon,
O.D. 114 mm. H. 167 mm. (Standard 1SO - DIN A fixing).
Amber dome.
' W/ H1 bulb.
: E-approved.
Basic modul, shall be combined
170526 with one of the 6 different bases.
Motor 12 /24 V,
171350
12V, ! ’
—
171351 3
o 24 V.
Sy 171353
P fixing base.
Accessories for SIRENA Type Centerbolt ﬁxing.
Rotokit
170527
Converter 12 - 24 V., @
171348
b 4 A fixing base.
W/ multiplug that fit the ROTOKIT beacon. 171354
(Standard ISO - DIN A fixing). 3MV fixing base.
170528 Magnet base w/ 3 magnets.
Base plate for Cargo 170490. W/ coiled cable w/ lighter plug and
(Standard ISO - DIN A fixing). multiplug that fit the ROTOKIT beacon.
171349
B fixing base.
1M fixing base.
Single magnet fixing.
W/ coiled cable w/ lighter plug.
J

O.E.M. names and numbers are used for reference purposes only.
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Rotating Beacons
AEB Type S25 /525 M AEB Type 530 B
’mmn AEB Type 525.
0.D. 110 mm. H. 180 mm.
GDO Single bolt fixing.
Unbreakable polycarbonate dome. Amber dome.
120 x 186 mm. H. 121 mm. Wi/o H1 bulb. AEB Type 530 B.
High adherence magnetic base. E-approved. 0.D. 127 mm. H. 315 mm.
Road tested to 200 Km/h. o Standard 1SO - DIN A fixing.
Rubber b_ase w/ countgured sealing rim. 170598 Resists obstacles: bends down and
2 mtr. coiled cable w/ lighter plug. 12/ 24 V. dual voltage supply. bounces back.
Amber dome. Amber dome.
W/ H1 bulb (+ spare bulb). Wio H1 bulb.
E-approved. E-approved.
171494 170601
12V. 12 /24 V. dual voltage power supply.
AEB Type 525 M.
0O.D. 110 mm. H. 195 mm.
W/ magnetic fixing device.
2 mtr. coil w/ lighter plug.
Amber dome.
Wio H1 bulb.
E-approved.
170599
12 /24 V. dual voltage supply.
Parits for Type S25 /525 M
170691
Amber dome.
.

0.E.M. names and numbers are used for reference purposes only.




PART 9
LIGHTING

-

AEB Type 590 / 595

AEB Type 590.

0.D. 140 mm. H. 250 mm.
Standard I1SO - DIN A fixing.
Amber dome.

W/ H1 bulb.

E-approved.

170295
12V.

170296
24V,

171399

12/24 Dual voltage power supply.
Wio H1 bulb.

AEB Type 595.

0.D. 160 mm. H. 220 mm.
Standard 1SO - DIN B fixing.
Amber dome.

W/ H1 bulb.

E-approved.

170435
12V,

170436
24 V.

Rotating Beacons

AEB Type 595.

O.D. 160 mm. H. 220 mm.
Standard 1SO - DIN B fixing.
Blue dome.

W/o H1 bulb.

E-approved.

170798

12/24 V. Dual voltage power supply.

AEB Type 595 M.

0O.D. 177 mm. H. 235 mm.

W/ magnetic fixing device.

2 mitr. coiled cable w/ lighter plug.
Amber dome.

W/ H1 bulb.

E-approved.

170437
12V.

170438
24 V.

N

Parts for Type: S90 /595 /595 M

170308

Amber dome.

170366

Blue dome.

170618

Transparent dome.

!!!!! lu b~

170505

Motor 12 V.

170506

Motor 24 V.

170309

Plastic-base plate for type 590.

>,

0O.E.M. names and numbers are used for reference purposes only.
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AJ-BA Type Astral @

Astral.

0O.D. 130 mm. H. 183 mm.
Standard 1SO - DIN B fixing.

W/o H1 bulb.

12/24 V. dual voltage power supply.

170830

Amber dome.
E-approved.

171019

Blue dome.
E-approved.

Astral.

0O.D. 142 mm. H. 235.5 mm.
Standard 1SO - DIN A fixing.

W/o H1 bulb.

12/24 V. dual voltage power supply.

170831

Amber dome.
E-approved.

171020

Blue dome.
E-approved.

\

Astral "Flex"

Unbreakable and flexible.

0.D. 142 mm. H. 235.5 mm.
Standard 1SO - DIN A fixing.

Base made of flexible plastic material.
Amber dome.

W/ H1 bulb.

E-approved.

170971
12 V.

Paris for Type: Astral

170945

Amber dome.

171463

Amber dome. Unbreakable.

171021

Blue dome.

Rotating Beacons

AJ-BA Type Megalux

Megalux.

Unbreakable and flexible.

0.D. 132 mm. H. 210 mm.
Standard 1SO - DIN A fixing.
Resists obstacles: bends down and
bounces back.

Amber dome.

W/ H1 bulb.

E-approved.

171060

12V.

171061
24V,

\\

0.E.M. names and numbers are used for reference purposes only.
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SIRENA
XENON GF 8.8 FLASH

0.D. 150 mm. H. 178 mm.
Single flash. (LX 10J 3 amp.)
Standard I1SO - DIN B fixing.
Amber dome.

E-approved.

171505
12V,

Unbreakable polycarbonate dome.

XENON FT6 AG electronic
0.D. 169 mm, H. 202 mm.

Single flash.

(LX 10J 12V. 3 Amp./24V. 1.5 Amp.)
Standard 1SO - DIN B fixing.

Amber dome.

E-approved.

170650

12 V.

170651
24 V.

XENON FT6 FLX electronic
0.D. 145 mm, H. 260 mm.

Single flash.

(LX 10J 12V. 3 Amp./24V. 1.5 Amp.)

Standard 1SO - DIN A fixing.
Amber dome.
Flexible rubber base.

Vibration proof and water tight IP65.
E-approved.

170666

12 V.

170667

24 V.

Xenon Flash Lights

Accessories for
XENON FT6 AG electronic

170528
Base plate.
(Standard I1SO - DIN A fixing).

170653

Magnet base plate w/ three floating
magnets, w/ protection.

2 mtr. coiled cable w/ lighter plug.

Parts for XENON GF 8.8 and
FT6 AG / FLX electronic

170654
Xenon tube.
LX 10 J.
12/24 V.

170655

Amber dome.

N

>,

0O.E.M. names and numbers are used for reference purposes only.
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Xenon Flash Lights

Parts for FLASH ELEV

170978
’Imn Amber dome.

FLASH ELEV SL

GDOFLASH W/ built-in audible signal.

Unbreakable polycarbonate dome.

120 x 186 mm. H. 121 mm. External lens and base made of

Single flash. (LX 8J 1.5 amp.) unbreakable polycarbonate dome.

High adherence magnetic base. 0.D. 150 mm. H. 135 mm.

Road tested to 200 Km/h. Single flash.

Rubber base w/ countoured sealing rim. (LX 1J 10V. 220 mAmp./ 100V. 50 mAmp.) 171376
2 mitr. coiled cable w/ lighter plug. 2500 Hz. 80 Db. at 1 mtr.

Standard 1SO - DIN B fixing. Xenon tube LX 1 J.
Amber dome.

Amber dome.

E-approved.

171495 171 498 Accessories for FLASH ELEV
12 V. Multi voltage 10-100 V.

171496

24 V.

170528

Base Plate.
(Standard 1SO - DIN A Fixing).

SIRENA
FLASH ELEV

External lens and base made of
unbreakable polycarbonate.

0.D. 150 mm. H. 121 mm.

Single flash.

GDO FLASH (LX 1J 10V. 200 mAmp./100V. 50 mAmp.)
Unbreakable polycarbonate dome. Standard 1SO - DIN B fixing.

120 x 186 mm. H. 121 mm. Amber dome.

Single flash. (LX 8J 1.5 amp.) 170525
High adherence magnetic base. 170680 Y th gk - Hiren Aot
Road tested to 200 Km/h. : e NamRPEVE W Hioe Teatlg
Rubber base w/ countoured sealing rim. Multi voltage 10-100 V. magnets, wi protection.

2 mitr. coiled cable w/ lighter plug. 2 mircolled cable Wi lighter plug.
Blue dome.
E-approved.

171497
12V.

\

0.E.M. names and numbers are used for reference purposes only.
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Flash for forklift with Fresnel lens.
0.D. 120 mm. H. 105 mm.
Standard 1SO - DIN B fixing.
Amber dome.

171005

Multi voltage 10-100 V.

Xenon Flash Lights

AJ-BA Type Traspot
Xenon

%

N

>,

O.E.M. names and numbers are used for reference purposes only.
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Adapter-Sockets and Brackets for Beacons

170292

Adapter socket. 170406 170419

For welding. W/ adjustable bracket. W/ 90° angle and upright fixing bracket.

Can be changed from right to left fixing.

Adapter socket. A

W/ nuts. s Cargo 1704086, but For Ford Tractor Force Il and Q cap
w/ bracket turned 20°. cabin etc.

170405 170460

For flat fixing. 170789 For John Deere tractor etc.
For horizontal fixing, but allows the beacon
to bend when required, or when there is an
obstacle to avoid.

170788

For flat fixing. 170537 170501
W/ bracket. For IH/CASE tractor etc.

.

0.E.M. names and numbers are used for reference purposes only.
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Adapter-Sockets and Brackets for Beacons

171518

2 mitr. coiled cable w/ lighter and DIN plug.

170531

Extension arm.
L. 500 mm.

171513 stdpkg 10

Rubber cap for adapter-sockets.

170530

W/ rubber socket.
Flexible.

Parits for Adaptor-Socketls

180376 sStdpkgs

Female, standard DIN - Socket.
1 terminal.

180377 stdpkgs

Female, standard DIN-socket.
2 terminals.
Fixing hole 18.5 mm.

\ J

O.E.M. names and numbers are used for reference purposes only.
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TWIN-POWER
DOUBLE REFLECTORSYSTEM

2 high-power free-form reflectors
integrated into one normal-size housing.
One Twin-power lamp provides the same
light output as three conventional work
lamps of the same size.

W/ glass lens.

Shock-proof plastic housing.
Light aperture 136 x 88 mm.
W/o grille and switch.

W/o H3 bulb. (2 pcs).

170851

Universal type.
For rear and front mounting.

171167

As 170851, but

w/ Dual axis swivel base for pendant/
pedestal mounting.

\

TWIN-BEAM 3000
DOUBLE REFLECTOR SYSTEM

W/ glass lens.

Shock-proff plastic housing.

Light aperture 123 x 78 mm.

W/o grille and switch.

External plug for flat plug connection.
Wio H3 bulb. (2 pes.)

170980

Universal type.

170981

As Cargo 170980, but
w/ handle and switch.

\\

%

W/ glass lens.

Shock-proof plastic housing.
Light aperture 123 x 72 mm.
W/o grille, handle and switch.
W/o H3 bulb.

171168

Vertical inclination up to 100° upwards and
40° downwards.

171169

Vertical inclination up to 90° upwards and
45° downwards and 30° each side.

170855

W/ side mounted base.
Base can be fitted right or left hand.

See Cross-
Reference List page 12171

J

0.E.M. names and numbers are used for reference purposes only.
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ﬁ SINGLE POWER
Halogen work lamp w/ free form reflector
(= 50% more light).

170979

W/ glass lens.

Shock-proff plastic housing.

Light aperture 123 x 72 mm.

W/o grille, handle and switch.
External plug for flat plug connection.
W/o H3 bulb.

170983

As Cargo 170982, but
w/ handle and switch.

171449

W/ glass lens.

Shock-proff plastic housing.

Light aperture 73 x 73 mm.

W/o grille and switch.

External plug for multiplug connection.
W/o H3 bulb.

170984

As Cargo 170982, but

w/ handle, switch, magnetic base and
2 mtr. coiled cable w/ lighter plug.

170857

W/ glass lens.

Shock-proof plastic housing.

Light aperture 73 x 73 mm.

Wio grille, handle and switch.

Extemnal plug for multiplug connection.
W/o H3 bulb.

170859

Halogen work lamp w/ free form reflector
(= 25% more light).

Replacing ABL 2500-0100.

W/ glass lens.

Shock-proof plastic housing.

Light aperture 123 x 123 mm.

W/o grille, handle and switch.

W/o H3 bulb.

COMPACT 3000

170982

W/ glass lens.

Shock-proff plastic housing.

Light aperture 73 x 73 mm.

Wio grille and switch.

External plug for flat plug connection.
W/o H3 bulb.

>,

O.E.M. names and numbers are used for reference purposes only.
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171347

W/ glass lens.

Shock-proof plastic housing.
Light aperture 124 x 72 mm.
Wi/o grille.

W/o H3 bulb.

W/o handle and switch.

170488

W/ glass lens.
Shock-proof plastic housing.

W/ grille.
W/o handle and switch.
W/o H3 bulb.

Light aperture 155 x 104 mm.

170489

As Cargo 170488, but
w/o U-bracket.

\

170130

W/ glass lens.
Shock-proof plastic housing.

Light aperture 154 x 154 mm.

W/ handle and switch.
Wio grille.
W/o H3 bulb.

Spare Paris

170845
Light unit for Cargo 170130.

170093

W/ glass lens.

Black plastic housing.

Light aperture 136 mm.

W/ grille, handle and switch.
Wi/o H3 bulb.

170237

W/ glass lens.

Shock-proof plastic housing.

Light aperture 131 mm.

W/ metallic grille, handle and switch.
Wio H3 bulb.

170313

W/ glass lens.

Shock-proof plastic housing.
Light aperture 131 mm.

W/ grille.

W/o handle and switch.

Wi/o H3 bulb.

See Cross-
Reference List page 1271

N

J

0.E.M. names and numbers are used for reference purposes only.
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Spare Paris

Rinclar 170739

170970 Light unit for Cargo 170237, 170313
W/ glass lens. and 170534,
Black metal housing.
Light aperture 130 mm. .
W/ metallic HD grille, handle and switch. Accessories
Wi/o H3 bulb.
171268

Wiring hamess.
For work lamps w/ extemnal 2-pole outlet for
standard multiple connector.

SIRENA
170534

W/ glass lens.

Black metal housing.
Light aperture 130 mm. 171370
W{ magnetic hol_dlng device and 2 mitr. Usbraekat.
coiled cable w/ lighter plug. For work lamps
W/ metallic grille, handle and switch. :
Wi/o H3 bulb.

See Cross-
Reference List page 121

O.E.M. names and numbers are used for reference purposes only.
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Spare Paris

171450 Swivel spotlight.
@' Light unit for Cargo 170293, Eﬁ?;%‘iid at a distance w/ remote control
170293 épproved ;emote conjrso:i ;v:rll\(’::g on the
Hand-held, uropean frequency ; z.

Operation distance in open space 100 mtr.
W/ polycarbonate dome.

O.D. 135 mm. H. 250 mm.

Standard 1SO - DIN A fixing.

W/ H1 bulb.

Supplied w/ battery 2 V.

Cargo 200742 or 200769.

Shock-proof plastic housing.
Light aperture 120 mm.

6 mtr. cable w/ lighter plug.
W/ switch.

W/ protective cover.

W/ 12 V. H3 bulb.

171464
12 V.
171047
Light unit for Cargo 170564 and 171375. 171465

24 V.

Einuh-

170564

W/ glass lens.

Shock-proof plastic housing.

Light aperture 131 mm. _ Swivel spotlight.

W/ metallic grille, handle and switch. Operated at a distance w/ remote control

W/o H3 bulb. by radio.
Approved remote control working on the
European frequency 433.92 hz.
Operation distance in open space 100 mitr.
W/ polycarbonate dome.
0.D. 160 mm. H. 194 mm.
Standard 1SO - DIN B fixing.
W/ H1 bulb.
Supplied w/ battery 9 V.
Cargo 200742 or 2007689.
171466
12 V.

SIRENA 171467

171375 24 V.

W/ glass lens.

Black metal housing.

Light aperture 130 mm.

W/ magnetic holder device and 2 mtr.
coiled cable w/ lighter plug.

W/ metallic grille, handle and switch.
W/o H3 bulb,

\
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Symmetric Light.

170843

Black metal housing.
Light aperture 110 mm.
W/ side light.
E-approved.

45/40 Watt, BA20d.

L 55/50 Watt, BA20d.

E 4 Watt, BA9s.

170844

Light unit for Cargo 170843.

Asymmetric Light for LHD.

170132

Black metal housing.
Light aperture 130 mm.
W/ side light.
E-approved.

,  45/40 Watt, P45t
‘= 55/50 Watt, P45t.

E 4 Watt, BA9s.

170239

Light unit for Cargo 170132,

Tractor Head Lamps

Black plastic housing.
Light aperture 131 mm.
W/ side light.

W/ metallic grille.
E-approved.

; 45/40 Watt, P45t.
"~ 55/50 Watt, P45t

E 4 Watt, BA9s.

170310

For upright fixing.

170311

As Cargo 170310, but
for horizontal fixing, left.

170312

As Cargo 170310, but
for horizontal fixing, right.

See Cross-
Reference List page 121

N

>,
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170974

Shock-proof plastic housing.

For horizontal or vertical fixing.
Wi/o side light.
E-approved.

(Halogen light).
+ 60/55 Watt. (H 4). P43t.
™ 75/70 Watt (H 4). P43t.

Dimension 144 x 144 x 100 mm.

171038

As Cargo 170974, but
w/ side light.

(Halogen light).
$ 60/55 Watt (H 4). P43t.
7 75070 Watt (H 4). P43t.

(Side light).
E 4 Watt, BAZs.

170865

Shock-proof plastic housing.

For horizontal or vertical fixing.
E-approved.

(Halogen light).
* 60/55 Watt (H 4). P43t.
™ 75/70 Watt (H 4). P43t.

Dimension 182 x 102 x 110 mm.

\

Tractor Head Lamps

Shock-proof plastic housing and rim
w/ integrated flasher lamp.

(H4 w/ side light).

Dimension 155 x 208 x 128 mm.
For horizontal or vertical fixing.

W/ bulbs.

E-approved.

171006

Headlamp w/ side light and flasher unit.
12V

170926

Headlamp w/ side light and flasher unit.
24 V.

(Halogen light).
+ 60/55 Watt (H 4). P43t.

o
' 75/70 Watt (H 4). Pa3t.

Spare Paris

171007

Headlight insert for Cargo 170926 and
171006.

171008

Amber lens for flasher lamp.

N
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p
- Sealed Beam
Headlight Inserts Symmetric Lights

Asymmetric Light for LHD

170690 4440X
Servicing Chrysler, Fendt, Ford, GM, Servicing Ford Tractor etc.
IH / Case, Isuzu, John Deere, Mazda. 4 1/2",
170868 Headlamp unit. 12 V. 40/40 Watt,
5%" Headlamp unit w/ side light. Dimension 167 x107 mm.
E-approved. E-approved.
(Halogen light). (Halogen light).
% 75/70 Watt (H 4), P43t. - 75/70 Watt (H 4), P43t.
(Side light).
E 4 Watt, BA 9s.
H 4360
Servicing John Deere tractor.
72 x 140 mm.
12 V. 37.5 Watt.
H 5360
As H 4360, but
Longlife.

Flush fitting headlamp.

Heat-resistant plastic reflector w/ bonded
glass lens.

Dimension 172 x 144 x 839 mm.

Built-in depth 69 mm.

2 fixing screws (M4).

E-approved.

170867
W/ side light.

(Halogen light).
60/55 Watt (H 4), P43t.
. 75/70 Watt (H 4), P43t.

e

(Side light).
E 4 Watt, BA 9s.

>,
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Auxilliary Lamps

Shock-proof plastic housing.

Light aperture 110 x 60 mm.

1 fixing screw (M8).

For up-right or pendant fixing.
Set-packaging incl. H3 bulbs 12 V. 55 Watt.

171359 o B_Iack metal housing.
; Light rture 95 ]
171451 DRIVING LAMP. ight aperture 95 mm

Shock-proof plastic housing.
Light aperture 55 x 35 mm.
For up-right or pendant fixing.
W/o H3 bulb.

SET OF DRIVING LAMPS. For up-right or pendant fixing.
E-approved. Wi/o H3 bulb.

171363

DRIVING LAMP.

E2 approved.

Shock-proof plastic housing.

Shock-proof plastic housing. Light aperture 55 x 35 mm.
Light aperture 110 x 60 mm. For up-right or pendant fixing.
1 fixing screw (M8). Wio H3 bulb.

For up-right or pendant fixing.
Set-packaging incl. H3 bulbs 12 V. 55 Watt. 171360 w2

FOG LAMP.
171452
SET OF FOG LAMPS.
E-approved.
Black metal housing.
Light aperture 95 mm.
For up-right or pendant fixing.
Wi/o H3 bulb.
171364
Shock-proof plastic housing. Egc;pt?omvza
Light aperture 130 x 35 mm. '
For up-right or pendant fixing.
Wio H3 bulb.
171361
DRIVING LAMP.
Shock-proof plastic housing.
Light aperture 130 x 35 mm.
For up-right or pendant fixing.
Wi/o H3 bulb.
171362
FOG LAMP.
.
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Black metal housing.

Light aperture 110 x 75 mm.
For up-right or pendant fixing.
Wi/o H3 bulb.

171365
DRIVING LAMP

Black metal housing.

Light aperture 110 x 75 mm.
For up-right or pendant fixing.
W/o H3 bulb.

171366
FOG LAMP.

liary Lamps

Black metal housing.

Light aperture 200 x 107 mm.
For up-right or pendant fixing.
Wi/o H3 bulbs.

170550
DRIVING LAMP.
E-approved.

170621 std pkg20
Replacing Hella 9DF 112 247 001,
Bosch 1305 320 818.

Light unit.

170549
FOG LAMP,
E-approved.

170620 std pkg 20
Replacing Hella 9DF 112 246 001,
Bosch 1305 320 816.

Light unit.

170616
FOG LAMP w/ yellow light.
E-approved.

170622 std pkg 20

Replacing Bosch 1305 320 817.
Light unit.

N
Daytime
Running Lights

Shock-proof black plastic housing.
For up-right or pendant fixing.
Dimension 140 x 94 x 71 mm.

(> 12 V. 21 Watt, BA15s.

i a

170878 stdpkg2
Yellow light.

Kit-set

170558

W/ 2 yellow lamps, relay, wires and
connecting materials.
12 V.

170559

As Cargo 170558, but
24 V.

Spare Parts

170569

Lens, yellow.
(ZKW-type/Rinder Type).

>,
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